
Leak TestG1311A

The leak test is a built-in troubleshooting test designed to demonstrate the leak-tightness of 
the pump. The test should be used when problems with the pump are suspected.

DE03011223
A.07.01[001]
QuatPump

Passed

Item Value Result

Purge Channel Channel A Done Done

Remaining purge time 0 min 0 sec of total 1 min Done

Slope of the first plateau 1,85 bar/min

Minimum slope of the first plateau 0 bar/min Passed

Pressure for the first plateau 150,75 bar

Minimum pressure for the first plateau 100 bar Passed

Slope of the second plateau 1,35 bar/min

Minimum slope of the second plateau 0 bar/min Passed

Pressure for the second plateau 192,61 bar

Minimum pressure for the second plateau 140 bar Passed

Final pressure drop with flow 0 -1,54 bar/min

Maximum final pressure drop -2 bar/min Passed

Pressure Value 390,66 bar

Minimum pressure 385 bar Passed

Finished at 01.10.2023 12:18:46

Started at 01.10.2023 12:06:56 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced
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Leak TestG1311A

The leak test is a built-in troubleshooting test designed to demonstrate the leak-tightness of 
the pump. The test should be used when problems with the pump are suspected.

DE03011223
A.07.01[001]
QuatPump

Passed

Item Value Result

Purge Channel Channel B Done Done

Remaining purge time 0 min 0 sec of total 2 min Done

Slope of the first plateau 1,57 bar/min

Minimum slope of the first plateau 0 bar/min Passed

Pressure for the first plateau 152,17 bar

Minimum pressure for the first plateau 100 bar Passed

Slope of the second plateau 1,61 bar/min

Minimum slope of the second plateau 0 bar/min Passed

Pressure for the second plateau 193,64 bar

Minimum pressure for the second plateau 140 bar Passed

Final pressure drop with flow 0 -1,39 bar/min

Maximum final pressure drop -2 bar/min Passed

Pressure Value 391,44 bar

Minimum pressure 385 bar Passed

Finished at 01.10.2023 12:30:00

Started at 01.10.2023 12:19:35 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced

Signals

Results

Page 1 of 2Printed at: 01.10.2023 12:30:05Agilent Technologies

Lab Advisor Diagnostic Result fibreStore



Signature: ........................................................................

Page 2 of 2Printed at: 01.10.2023 12:30:05Agilent Technologies

Lab Advisor Diagnostic Result fibreStore



Leak TestG1311A

The leak test is a built-in troubleshooting test designed to demonstrate the leak-tightness of 
the pump. The test should be used when problems with the pump are suspected.

DE03011223
A.07.01[001]
QuatPump

Passed

Item Value Result

Purge Channel Channel C Done Done

Remaining purge time 0 min 0 sec of total 2 min Done

Slope of the first plateau 1,63 bar/min

Minimum slope of the first plateau 0 bar/min Passed

Pressure for the first plateau 151,89 bar

Minimum pressure for the first plateau 100 bar Passed

Slope of the second plateau 1,62 bar/min

Minimum slope of the second plateau 0 bar/min Passed

Pressure for the second plateau 193,38 bar

Minimum pressure for the second plateau 140 bar Passed

Final pressure drop with flow 0 -1,36 bar/min

Maximum final pressure drop -2 bar/min Passed

Pressure Value 390,82 bar

Minimum pressure 385 bar Passed

Finished at 01.10.2023 12:41:36

Started at 01.10.2023 12:30:36 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced
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Pressure TestG1311A

The pressure test is a quick, built-in test designed to demonstrate the pressure-tightness of 
the system. The test should be used when problems with small leaks are suspected, or after 
maintenance of flow-path components (e.g. pump seals, injection seal) to prove pressure 
tightness up to 400 bar.

DE03011223
A.07.01[001]
QuatPump

Passed

Item Value Result

Purge Channel Channel A Done Done

Remaining purge time 0 min 0 sec of total 1 min Done

Final pressure drop with flow 0 -1,17 bar/min

Maximum final pressure drop -2 bar/min Passed

Pressure Value 389,16 bar

Minimum pressure 385 bar Passed

Slope of initial pressure ramp 605,51 bar/min

Minimum slope of initial pressure ramp 300 bar/min Passed

Finished at 01.10.2023 12:49:05

Started at 01.10.2023 12:42:06 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced

Signals

Results
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Pressure TestG1311A

The pressure test is a quick, built-in test designed to demonstrate the pressure-tightness of 
the system. The test should be used when problems with small leaks are suspected, or after 
maintenance of flow-path components (e.g. pump seals, injection seal) to prove pressure 
tightness up to 400 bar.

DE03011223
A.07.01[001]
QuatPump

Passed

Item Value Result

Purge Channel Channel B Done Done

Remaining purge time 0 min 0 sec of total 1 min Done

Final pressure drop with flow 0 -1,18 bar/min

Maximum final pressure drop -2 bar/min Passed

Pressure Value 389,24 bar

Minimum pressure 385 bar Passed

Slope of initial pressure ramp 604,47 bar/min

Minimum slope of initial pressure ramp 300 bar/min Passed

Finished at 01.10.2023 12:55:18

Started at 01.10.2023 12:49:55 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced

Signals

Results
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Pressure TestG1311A

The pressure test is a quick, built-in test designed to demonstrate the pressure-tightness of 
the system. The test should be used when problems with small leaks are suspected, or after 
maintenance of flow-path components (e.g. pump seals, injection seal) to prove pressure 
tightness up to 400 bar.

DE03011223
A.07.01[001]
QuatPump

Passed

Item Value Result

Purge Channel Channel C Done Done

Remaining purge time 0 min 0 sec of total 2 min Done

Final pressure drop with flow 0 -1,19 bar/min

Maximum final pressure drop -2 bar/min Passed

Pressure Value 389,92 bar

Minimum pressure 385 bar Passed

Slope of initial pressure ramp 605,35 bar/min

Minimum slope of initial pressure ramp 300 bar/min Passed

Finished at 01.10.2023 13:04:31

Started at 01.10.2023 12:55:45 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced
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Module InfoG1311A

Collect diagnostic info from a LC or CE module and write to the result file.DE03011223
A.07.01[001]
QuatPump

Done

Item Value Result

Firmware Main System Revision A.07.01 Done

Firmware Main System Revision Build 
Number

[001] Done

Firmware Resident System Revision "A.07.01" Done

Hardware Main Board Details TYPE="G1311-66530", 
REV="A4027", SER="00179"

Done

System Date and Time Firmware Clock: 01.10.2023 
13:05:10, Controller Clock: 
01.10.2023 13:05:10

Done

Product Options QUAT, MIO Done

Device Detail #1 LAN Card Done

Device Detail #2 LAN Settings (IP: 192.168.0.130, 
SM: 255.255.255.0, GW: not 
specified, MAC: 0030d30de25a, 
Init Mode: Using Stored, HW 
Type: G1369A, FW Rev.: 
A.01.10)

Done

Device Detail #3 Current LAN Controller: 
192.168.0.100 'DESKTOP-
BQAS4QM'

Done

Finished at 01.10.2023 13:05:16

Started at 01.10.2023 13:05:10 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced

Signals

Results

Page 1 of 2Printed at: 01.10.2023 13:05:31Agilent Technologies

Lab Advisor Diagnostic Result fibreStore



Date Maintenance Description

09/30/2023 16:58:48  Pump seals, Valve frit replaced

07/22/2013 11:29:10  Purge valve frit replaced ()

07/22/2013 11:29:04  Pump seals replaced ()

Maintenance History

Date Error Number Error Parameter Error description

09/30/2023 18:26:49 2204 0 Channel A: home 
position not found

Error History

Date Revision

09/30/2023 16:55:10  A.07.01 [001]

06/24/2011 11:20:05  A.06.10 [005]

06/22/2011 12:55:35  A.05.09 [007]

06/22/2011 12:50:55  A.06.32 [011]

Firmware Revision

Tables
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Leak TestG1311A

The leak test is a built-in troubleshooting test designed to demonstrate the leak-tightness of 
the pump. The test should be used when problems with the pump are suspected.

DE03011223
A.07.01[001]
QuatPump

Passed

Item Value Result

Purge Channel Channel A Done Done

Remaining purge time 0 min 0 sec of total 1 min Done

Slope of the first plateau 1,71 bar/min

Minimum slope of the first plateau 0 bar/min Passed

Pressure for the first plateau 151,44 bar

Minimum pressure for the first plateau 100 bar Passed

Slope of the second plateau 1,59 bar/min

Minimum slope of the second plateau 0 bar/min Passed

Pressure for the second plateau 192,90 bar

Minimum pressure for the second plateau 140 bar Passed

Final pressure drop with flow 0 -1,35 bar/min

Maximum final pressure drop -2 bar/min Passed

Pressure Value 392,16 bar

Minimum pressure 385 bar Passed

Finished at 01.10.2023 13:21:23

Started at 01.10.2023 13:11:55 by DESKTOP-BQAS4QM\GCMS on DESKTOP-BQAS4QM 
using Agilent Lab Advisor - Version 2.17.453 - Advanced
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System Configuration

fibreStore Agilent LC 192.168.0.130 01.10.2023 13:21:23

Instrument Name Type Address Data last updated on

Contact Information

Name fibreStore

Phone +49 641 9805945

Email info@fibrestore.de

Company

Comments

Lab Advisor Version 2.17.453

Software Information

Test and Calibration Procedure Results

Leak Test - Passed 01.10.2023 13:11:55

Purge Pump - Done 01.10.2023 13:06:55

Module Info - Done 01.10.2023 13:06:36

Module Info - Done 01.10.2023 13:05:09

Pressure Test - Passed 01.10.2023 12:55:45

Pressure Test - Passed 01.10.2023 12:49:54

Pressure Test - Passed 01.10.2023 12:42:05

Leak Test - Passed 01.10.2023 12:30:36

Leak Test - Passed 01.10.2023 12:19:35

Leak Test - Passed 01.10.2023 12:06:55

G1311A

DE03011223

QuatPump

Description Date

G1311A

DE03011223

QuatPump

A.07.01 [001] Idle - LAN Card
- LAN Settings (IP: 192.168.0.130, SM: 
255.255.255.0, GW: not specified, MAC: 
0030d30de25a, Init Mode: Using Stored, HW Type: 
G1369A, FW Rev.: A.01.10)
- Current LAN Controller: 192.168.0.100 'DESKTOP-
BQAS4QM'

Firmware Status Details

Installed Lab Advisor Add-ons Agilent LC/CE 1.0.7815.2595
8
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Associated Logs

Channel A: home position not found(EE 2204,0) 30.09.2023 18:26:49

Channel A: home position not found (EE 2204,0) 30.09.2023 18:26:49

Pump seals 30.09.2023 16:58:48

A.07.01 [001] 30.09.2023 16:55:10

Purge valve frit replaced () 22.07.2013 11:29:10

Pump seals replaced () 22.07.2013 11:29:04

A.06.10 [005] 24.06.2011 11:20:05

A.05.09 [007] 22.06.2011 12:55:35

A.06.32 [011] 22.06.2011 12:50:55

G1311A

DE03011223

QuatPump

Description Date
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fibreStore

Early Maintenance Feedback Counters

Liquimeter 27.821 L 0

Last reset: 09.07.2021 11:10:07

Seal Wear 38156 None 0

Last reset: 09.07.2021 11:10:12

Inlet Valve Switches 25404455 Count 0

Outlet Valve Switches 25400867 Count 0

MCG Valve Switches A 23976960 Count 0

MCG Valve Switches B 22472091 Count 0

MCG Valve Switches C 998930 Count 0

MCG Valve Switches D 263329 Count 0

G1311A

DE03011223

QuatPump

Description Value Unit Limit
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