Lab Advisor Diagnostic Result fibreStore

G4220A Pump Head Leak Test Passed

DEBAA05334 The test determines the leakage of the individual pump heads.
B.07.40[0003]
1290 Bin Pump

Started at 20.08.2025 17:13:07 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results Item Value Result
Left pump head 0,06 pl/min
Left pump head 3 ul/min Passed
Right pump head 0,05 yl/min
Right pump head 3 ul/min Passed
Maximum system pressure 1000 bar Done
Channel A1 Done Done
Channel B1 Done Done
Remaining purge time 0 min 0 sec of total 2 min Done
Finished at 20.08.2025 17:21:33
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Lab Advisor Diagnostic Result fibreStore

G4220A Pump Head Leak Test Passed

DEBAA05334 The test determines the leakage of the individual pump heads.
B.07.40[0003]
1290 Bin Pump

Started at 20.08.2025 17:24:24 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results ltem Value Result
Left pump head 0,06 pl/min
Left pump head 3 ul/min Passed
Right pump head 0,06 pl/min
Right pump head 3 ul/min Passed
Maximum system pressure 1000 bar Done
Channel A2 Done Done
Channel B2 Done Done
Remaining purge time 0 min 0 sec of total 2 min Done
Finished at 20.08.2025 17:32:15
Signals Pressure
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fibreStore

Passed

Lab Advisor Diagnostic Result

G4220A Pump Leak Rate Test

DEBAA05334
B.07.40[0003]
1290 Bin Pump

The test determines the leak rates in the primary and the secondary pump chambers for

component level diagnostic.

Started at 20.08.2025 17:47:06 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results ltem Value Result
System pressure primary leak test 800 bar Done
System pressure secondary leak test 1000 bar Done
Compressibility setting A1 Aqueous Done
Compressibility setting B1 Organic Done
Purge Channel A1 Done Done
Purge Channel B1 Done Done
Remaining purge time 0 min 0 sec of total 2 min Done
Channel A secondary leak 0,08 pl/min

Maximum secondary leak 3 ul/min Passed
Channel A primary leak 3,05 pl/min

Maximum primary leak 30 ul/min Passed
Channel B secondary leak 0,06 pl/min

Maximum secondary leak 3 ul/min Passed
Channel B primary leak 1,26 pl/min

Maximum primary leak 30 ul/min Passed
Finished at 20.08.2025 17:59:23
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Lab Advisor Diagnostic Result fibreStore

G4220A Pump Leak Rate Test Passed
DEBAA05334 The test determines the leak rates in the primary and the secondary pump chambers for
B.07.40[0003] component level diagnostic.

1290 Bin Pump

Started at 20.08.2025 18:01:16 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results Item Value Result
System pressure primary leak test 800 bar Done
System pressure secondary leak test 1000 bar Done
Compressibility setting A2 Organic Done
Compressibility setting B2 Organic Done
Purge Channel A2 Done Done
Purge Channel B2 Done Done
Remaining purge time 0 min 0 sec of total 2 min Done
Channel A secondary leak 0,07 yl/min
Maximum secondary leak 3 ul/min Passed
Channel A primary leak 2,01 yl/min
Maximum primary leak 30 ul/min Passed
Channel B secondary leak 0,06 pl/min
Maximum secondary leak 3 ul/min Passed
Channel B primary leak 1,14 yl/min
Maximum primary leak 30 ul/min Passed
Finished at 20.08.2025 18:13:41
Signals Pressure
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Lab Advisor Diagnostic Result fibreStore

G4220A System Pressure Test Passed

DEBAA05334 The test determines the leak tightness of the system between pump and blank nut.

B.07.40[0003] For bio-compatible or bio-inert Multisampler (for example G7137A) it is essential to use the

1290 Bin Pump PEEK Blank Nut, part number 5043-0277. Otherwise use the Blank Nut SL, part number 5067
-6127.

Started at 20.08.2025 18:15:19 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results ltem Value Result
Maximum system pressure 1200 bar Done
Compressibility setting A1 Aqueous Done
Blank nut location Post-jet weaver Done
Channel A1 Done
Purge Channel A1 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Resulting flow value 1,97 pl/min

System leak (above 1000 bar) 15 ul/min Passed
Finished at 20.08.2025 18:19:18

Signals Pressure [bar] Fressure

1200

1000 /
800 /

600
400
200
0 il i Il Il Il Il
0.0 0.5 1.0 15 2.0 25 3.0
Time [min]
Flow
Flow [ul/min]
2000
1500
1000
500
0 Vi
0.0 0.5 1.0 1.5 2.0 25 3.0
Time [min]

SIGNAUIE: ...

Agilent Technologies Printed at: 20.08.2025 18:19:48 Page 1 of 1




Lab Advisor Diagnostic Result fibreStore

G4220A System Pressure Test Passed

DEBAA05334 The test determines the leak tightness of the system between pump and blank nut.

B.07.40[0003] For bio-compatible or bio-inert Multisampler (for example G7137A) it is essential to use the

1290 Bin Pump PEEK Blank Nut, part number 5043-0277. Otherwise use the Blank Nut SL, part number 5067
-6127.

Started at 20.08.2025 18:20:06 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results ltem Value Result
Maximum system pressure 200 bar Done
Compressibility setting A2 Organic Done
Blank nut location Post-jet weaver Done
Channel A2 Done
Purge Channel A2 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Resulting flow value 0,23 pl/min

System leak 5 ul/min Passed
Finished at 20.08.2025 18:23:05
Signals Pressure
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Lab Advisor Diagnostic Result fibreStore

G4220A System Pressure Test Passed

DEBAA05334 The test determines the leak tightness of the system between pump and blank nut.

B.07.40[0003] For bio-compatible or bio-inert Multisampler (for example G7137A) it is essential to use the

1290 Bin Pump PEEK Blank Nut, part number 5043-0277. Otherwise use the Blank Nut SL, part number 5067
-6127.

Started at 20.08.2025 18:23:42 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results ltem Value Result
Maximum system pressure 200 bar Done
Compressibility setting B1 Organic Done
Blank nut location Post-jet weaver Done
Channel B1 Done
Purge Channel B1 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Resulting flow value 0,20 pl/min

System leak 5 ul/min Passed
Finished at 20.08.2025 18:26:46
Signals Pressure
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Lab Advisor Diagnostic Result fibreStore

G4220A System Pressure Test Passed

DEBAA05334 The test determines the leak tightness of the system between pump and blank nut.

B.07.40[0003] For bio-compatible or bio-inert Multisampler (for example G7137A) it is essential to use the

1290 Bin Pump PEEK Blank Nut, part number 5043-0277. Otherwise use the Blank Nut SL, part number 5067
-6127.

Started at 20.08.2025 18:27:10 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results Item Value Result
Maximum system pressure 200 bar Done
Compressibility setting B2 Organic Done
Blank nut location Post-jet weaver Done
Channel B2 Done
Purge Channel B2 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Resulting flow value 0,06 pl/min

System leak 5 ul/min Passed
Finished at 20.08.2025 18:30:18
Signals Pressure

Pressure [bar]
200 ‘ ‘

150 /r
100

50 /
\ | ‘/

0.0 0.5 1.0 15 20 25

Time [min]

Flow
Flow [ul/min]

2000

1500

1000

500

0

0.0 0.5 1.0 15 2.0 25

Time [min]

SIGNatUre: ..

Agilent Technologies Printed at: 20.08.2025 18:30:23 Page 1 of 1




Lab Advisor Diagnostic Result fibreStore

G4220A Module Info Done
DEBAA05334 Collect diagnostic info from a LC or CE module and write to the result file.
B.07.40[0003]

1290 Bin Pump

Started at 20.08.2025 18:30:48 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results

ltem Value Result
Firmware Main System Revision B.07.40 Done
Firmware Main System Revision Build [0003] Done
Number

Firmware Resident System Revision B.07.40 Done
Hardware Main Board Details TYPE=G4220-65800, REV=AN, Done

SER=MAC

System Date and Time Firmware Clock: 20.08.2025 Done

18:30:38, Controller Clock:
20.08.2025 18:30:48

Product Options HPBIN,DGAS,SWPMP,SSV Done
Device Detail #1 Degasser Done
Device Detail #2 Seal Wash Pump Done
Device Detail #3 Solvent Selection Valve Done
Device Detail #4 Jet Weaver V35 Mixer Done
Device Detail #5 Channel A Setup (Drive: Done

'Classic', Head: 'Classic'),
Channel B Setup (Drive:
'Classic', Head: 'Classic')

Device Detail #6 Purge Valve (Product# 5067- Done
4119)
Device Detail #7 LAN Settings (IP: 192.168.0.130, Done

SM: 255.255.255.0, GW: not
specified, MAC: 0030D32B48D2,
Init Mode: Using Stored)

Device Detail #8 Current LAN Controller: Done
192.168.0.10 'fibreStore-8570P'

Device Detail #9 Current Instrument Access Point Done

Drive Age A: 17256, B: 17256 Done

Finished at 20.08.2025 18:30:57

Agilent Technologies Printed at: 20.08.2025 18:31:05
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Lab Advisor Diagnostic Result fibreStore

Tables Maintenance History
Date Maintenance Description
12/07/2017 14:15:06 Standard PM done. See PM Report.
12/05/2016 13:34:48 Standard PM done. See PM Checklist.
12/07/2015 12:13:27 Standard PM done. See PM checklist.

Error History

Date Error Number Error Parameter Error description

08/19/2025 18:14:16 22022 0 Wait for pressure
timed out

08/19/2025 18:01:24 22022 0 Wait for pressure
timed out

Firmware Revision

Date Revision
08/19/2025 12:06:11 B.07.40 [0003]
12/04/2014 11:53:51 B.06.72 [0002]
01/01/1970 00:00:08 B.06.56 [002]
SIgNAtUIe: ..o
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Agilent System Report fibreStore

Contact Information

Name fibreStore

Phone +496419805945
Email info@fibrestore.de
Company

Comments

Software Information

Lab Advisor Version 2.21.597

Installed Lab Advisor Add-ons Agilent LC/CE 1.0.9109.2351
0

System Configuration

Instrument Name Type Address Data last updated on

fibreStore Agilent LC 192.168.0.130 20.08.2025 18:30:15

Firmware Status Details

G4220A B.07.40 [0003] Not Ready - Degasser
- Seal Wash Pump

DEBAA05334 - Solvent Selection Valve

1290 Bin Pump - Jet Weaver V35 Mixer
- Channel A Setup (Drive: 'Classic', Head: 'Classic'),
Channel B Setup (Drive: 'Classic', Head: 'Classic')
- Purge Valve (Product# 5067-4119)
- LAN Settings (IP: 192.168.0.130, SM:
255.255.255.0, GW: not specified, MAC:
0030D32B48D2, Init Mode: Using Stored)
- Current LAN Controller: 192.168.0.10
'fibreStore-8570P'
- Current Instrument Access Point

G4208A B.02.25[0001] Idle
MY 18505533

1200 Instant Pilot

Test and Calibration Procedure Results

Agilent Technologies Printed at: 20.08.2025 18:31:30




Agilent System Report fibreStore

Description Date

G4220A Module Info - Done 20.08.2025 18:30:37

DEBAA05334 System Pressure Test - Passed 20.08.2025 18:26:59

1290 Bin Pump System Pressure Test - Passed 20.08.2025 18:23:31
System Pressure Test - Passed 20.08.2025 18:19:56
System Pressure Test - Passed 20.08.2025 18:15:09
Pump Leak Rate Test - Passed 20.08.2025 18:01:05
Pump Leak Rate Test - Passed 20.08.2025 17:46:55
Pump Head Leak Test - Passed 20.08.2025 17:24:14
Pump Head Leak Test - Passed 20.08.2025 17:12:57
Pump Leak Rate Test - Passed 20.08.2025 16:55:33

Associated Logs

Agilent Technologies Printed at: 20.08.2025 18:31:30




Agilent System Report

fibreStore

Description Date
G4220A Wait for pressure timed out (EE 22022,0) 19.08.2025 18:14:16
DEBAA05334 Wait for pressure timed out(EE 22022,0) 19.08.2025 18:14:16
1290 Bin Pump Wait for pressure timed out(EE 22022,0) 19.08.2025 18:01:24

Wait for pressure timed out (EE 22022,0)
B.07.40 [0003]

Degasser's pressure limit violation(EE 22032,150
EE 22032,150
EE 22032,150
Degasser's pressure limit violation(EE 22032,150
Shutdown(EE 63,0)

Shutdown(EE 63,0)

Shutdown(EE 63,0)

Shutdown(EE 63,0)

Shutdown(EE 63,0)

Piston synchronization error, intake not done when delivery
should start - reset is required(EE 22413,1)

Piston synchronization error, intake not done when delivery
should start - reset is required(EE 22413,1)

Piston synchronization error, intake not done when delivery
should start - reset is required(EE 22413,2)

Piston synchronization error, intake not done when delivery
should start - reset is required(EE 22413,2)

Shutdown(EE 63,0)

Piston synchronization error, intake not done when delivery
should start - reset is required(EE 22413,1)

Standard PM done. See PM Report.
Standard PM done. See PM Checklist.
Standard PM done. See PM checklist.
B.06.72 [0002]

B.06.56 [002]

Degasser's pressure limit violation

( )
( )
Degasser's pressure limit violation( )
( )

Agilent Technologies Printed at: 20.08.2025 18:31:30

19.08.2025 18:01:23
19.08.2025 12:06:11
19.05.2025 13:32:18
19.05.2025 13:19:11
07.05.2025 11:14:27
30.07.2024 14:17:22
15.08.2023 12:23:44
17.05.2022 11:15:31
09.10.2020 08:02:35
11.12.2019 09:29:47
14.11.2019 13:18:14
20.09.2019 07:41:09

19.09.2019 07:52:00

25.07.2019 08:45:28

12.06.2019 07:54:20

21.05.2019 06:01:56
07.05.2019 06:58:45

07.12.2017 14:15:06
05.12.2016 13:34:48
07.12.2015 12:13:27
04.12.2014 11:53:51
01.01.1970 00:00:08



fibreStore

Agilent System Report

fibreStore

Early Maintenance Feedback Counters

G4220A
DEBAA05334

1290 Bin Pump

Agilent Technologies

Description Value Unit Limit
Pumped Volume Channel A 8.896 L 0
Last reset: 05.12.2022 12:20:10

Pumped Volume Channel B 2.129 L 0
Last reset: 05.12.2022 12:20:11

Seal Wash Pump On-Time 236.85 h 0
Last reset: 05.12.2022 12:20:14

Automatic Purge Valve Switches 2174 Count 0
Last reset: 14.12.2020 11:27:00

Solvent Selection Valve Switches (A) 1146 Count 0
Last reset: 20.08.2025 15:32:01

Solvent Selection Valve Switches (B) 1145 Count 0

Last reset: 20.08.2025 15:07:32

Printed at: 20.08.2025 18:31:30




Lab Advisor Diagnostic Result fibreStore

G4220A Pump Leak Rate Test Passed

DEBAA05334 The test determines the leak rates in the primary and the secondary pump chambers for
B.07.40[0003] component level diagnostic.
1290 Bin Pump

Started at 21.08.2025 11:44:27 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced
Results

Item Value Result
System pressure primary leak test 800 bar Done
System pressure secondary leak test 1000 bar Done
Compressibility setting A1 Aqueous Done
Purge Channel A1 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Channel A secondary leak 0,07 pl/min

Maximum secondary leak 3 ul/min Passed
Channel A primary leak 2,62 pl/min

Maximum primary leak 30 ul/min Passed
Finished at 21.08.2025 11:50:54
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Lab Advisor Diagnostic Result fibreStore

G4220A Pump Leak Rate Test Passed

DEBAA05334 The test determines the leak rates in the primary and the secondary pump chambers for
B.07.40[0003] component level diagnostic.
1290 Bin Pump

Started at 21.08.2025 11:56:59 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results Item Value Result
System pressure primary leak test 800 bar Done
System pressure secondary leak test 1000 bar Done
Compressibility setting A2 Organic Done
Purge Channel A2 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Channel A secondary leak 0,06 pl/min
Maximum secondary leak 3 ul/min Passed
Channel A primary leak 1,87 yl/min
Maximum primary leak 30 ul/min Passed
Finished at 21.08.2025 12:03:27
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Lab Advisor Diagnostic Result fibreStore

G4220A Pump Leak Rate Test Passed

DEBAA05334 The test determines the leak rates in the primary and the secondary pump chambers for
B.07.40[0003] component level diagnostic.
1290 Bin Pump

Started at 21.08.2025 12:06:38 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results ltem Value Result
System pressure primary leak test 800 bar Done
System pressure secondary leak test 1000 bar Done
Compressibility setting B1 Organic Done
Purge Channel B1 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Channel B secondary leak 0,08 pl/min
Maximum secondary leak 3 ul/min Passed
Channel B primary leak 1,27 pl/min
Maximum primary leak 30 ul/min Passed
Finished at 21.08.2025 12:13:37
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Lab Advisor Diagnostic Result fibreStore

G4220A Pump Leak Rate Test Passed

DEBAA05334 The test determines the leak rates in the primary and the secondary pump chambers for
B.07.40[0003] component level diagnostic.
1290 Bin Pump

Started at 21.08.2025 12:21:07 by FIBRESTORE-8570\Benutzer1 on FIBRESTORE-8570
using Agilent Lab Advisor - Version 2.21.597 SR1 - Advanced

Results Item Value Result
System pressure primary leak test 800 bar Done
System pressure secondary leak test 1000 bar Done
Compressibility setting B2 Organic Done
Purge Channel B2 Done Done
Remaining purge time 0 min 0 sec of total 1 min Done
Channel B secondary leak 0,07 pl/min
Maximum secondary leak 3 ul/min Passed
Channel B primary leak 1,09 pl/min
Maximum primary leak 30 ul/min Passed
Finished at 21.08.2025 12:27:52
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